According to an exemplary embodiment of the invention, pre-assembly and integration of part of an aircraft cabin takes place outside the aircraft structure by means of an assembly device. After pre-assembly, the part of the aircraft cabin is slid into the open section of the aircraft structure where it is installed.

11 Claims, 3 Drawing Sheets
<table>
<thead>
<tr>
<th>Country</th>
<th>Patent Number</th>
<th>Date</th>
</tr>
</thead>
<tbody>
<tr>
<td>DE</td>
<td>102006039290 A1</td>
<td>3/2008</td>
</tr>
<tr>
<td>DE</td>
<td>102006048376 A1</td>
<td>4/2008</td>
</tr>
<tr>
<td>RU</td>
<td>2240962 C2</td>
<td>11/2004</td>
</tr>
<tr>
<td>WO</td>
<td>2009124832 A2</td>
<td>10/2009</td>
</tr>
</tbody>
</table>

* cited by examiner
PREASSEMBLY AND INTEGRATION OF AIRCRAFT CABINS

CROSS-REFERENCE TO RELATED APPLICATIONS


FIELD OF THE INVENTION

The invention relates to the assembly and integration of aircraft cabins. In particular, the invention relates to an assembly device for the pre-assembly and integration of at least part of an aircraft cabin in an aircraft structure, to an aircraft-component assembly system and to a method for the pre-assembly and integration of at least part of an aircraft cabin in an aircraft structure.

BACKGROUND TO THE INVENTION

A substantial percentage of the costs and of the throughput time of aircraft relates to the final assembly of the cabin. The multitude of lining panels, overhead stowage bins and components of the supply duct that are to be assembled in the aircraft result in long throughput times.

In the present assembly procedure, first the middle part of the three-part lateral lining is installed. This is followed by the assembly of the overhead stowage bins. After the assembly of the stowage bins, underneath the stowage bins, according to the seating arrangement in the aircraft, the supply duct comprising sub-units is constructed. Subsequently the assembly of the upper and lower part of the lateral lining and the ceiling lining takes place.

Integration of the components of the lining takes place through the passenger door. Larger components, galleys and toilets are, however, placed in the open sections prior to final assembly of the fuselage. In cases where this is not possible because the structure is closed at some other location and the cabin is integrated only thereafter, dismantling the subassemblies to form units that fit through the door is required. How-ever, this results in a significant increase in assembly effort. In the context of the invention it is assumed that integration in the open section is possible.

DE 102006048376 discloses a modular wall system for aircraft cabins, in which system the walls segments are, however, installed only within the aircraft cabin.

DE 102006048376 discloses a modular wall system for aircraft cabins, in which system the walls segments are, however, installed only within the aircraft cabin.

DE 102006048376 discloses a modular wall system for aircraft cabins, in which system the walls segments are, however, installed only within the aircraft cabin.

DE 102006048376 discloses a modular wall system for aircraft cabins, in which system the walls segments are, however, installed only within the aircraft cabin.

DE 102006048376 discloses a modular wall system for aircraft cabins, in which system the walls segments are, however, installed only within the aircraft cabin.

DE 102006048376 discloses a modular wall system for aircraft cabins, in which system the walls segments are, however, installed only within the aircraft cabin.

SUMMARY OF THE INVENTION

It is an object of the invention to shorten the assembly time of the aircraft structure and the aircraft cabin.

Stated are an assembly device, an aircraft-component assembly system and a method according to the characteristics of the independent claims. Further embodiments of the invention are stated in the subordinate claims.

The described exemplary embodiments relate equally to the assembly device, the aircraft-component assembly system and the method.

According to an exemplary embodiment of the invention, an assembly device for the pre-assembly and integration of at least part of an aircraft cabin in an aircraft structure is stated, wherein the assembly device comprises an assembly frame that is designed for pre-assembly of the part of the aircraft cabin. Furthermore, a transportation system is provided for affixing the pre-assembled part of the aircraft cabin to the assembly frame and for sliding the pre-assembled part from the assembly frame to an open section of the aircraft structure.

Thus the aircraft structure and parts, or even the entire aircraft cabin can be pre-assembled in parallel at various locations. As a result of the pre-assembly of the cabin, parallelisation of the assembly activities and thus shortening of the throughput time can be made possible.

The lining panels of the cabin are thus not serially assembled in the corresponding section of the aircraft structure only after completion of the aircraft structure.

According to a further exemplary embodiment of the invention, the part of the aircraft cabin, which part is pre-installed, comprises cabin sidewall panels and overhead stowage bins and/or if applicable a supply duct.

According to a further exemplary embodiment of the invention, the pre-installed part of the aircraft cabin comprises a ceiling lining.

Thus, pre-assembly relates, for example, in each case only to the linings on one side of the fuselage, as well as to a number of stowage bins with an assembled supply duct, or alternatively to the entire arc of the aircraft cabin including the ceiling lining.

According to a further exemplary embodiment of the invention, the assembly frame corresponds to the aircraft structure, i.e. replicates the aircraft structure. This results in the part or parts of the aircraft cabin that is/are to be pre-assembled, or in the entire aircraft cabin that is to be pre-assembled, being attached to the assembly frame in principle in precisely the same manner as is the case later in the corresponding section of the aircraft structure. To this effect the assembly frame can be connected directly to the aircraft structure, or at least it can be arranged directly beside said aircraft structure, so that subsequent transfer (sliding) of the pre-assembled parts, or of the pre-assembled part, of the aircraft cabin into the open section of the aircraft structure can be carried out in a simple manner without in this process subjecting the pre-assembled part to significant mechanical loads.

According to a further exemplary embodiment of the invention, the transportation system is designed as a rail system. To this effect it comprises one or several rails and one or several retaining members for affixing the pre-assembled part of the aircraft cabin to the assembly frame. Furthermore, the rails and the retaining members are used for sliding the pre-assembled part from the assembly frame to the open section of the aircraft structure.

To this effect the retaining member engages, for example, the rail, as shown in FIGS. 1 and 2. Furthermore, it is possible for the retaining member to be designed, for example, in the form of a roll that runs on the rail. Furthermore, it is possible to remove the retaining members and/or the rails after final installation of the aircraft cabin in the aircraft structure. Moreover, it is possible to design the...
retaining members and/or the rails in such a manner that they can be used as attachment points for attaching the aircraft cabin to the aircraft structure. In this manner further installation expenditure can be saved.

According to a further exemplary embodiment of the invention, the rail is integrated in the aircraft structure and in the assembly frame. It is also possible to provide several rails, wherein one of the rails is integrated in the aircraft structure while a further rail, which is separate from the other rail, is integrated in the assembly frame or is attached to said assembly frame. In this case the retaining members are attached to, or integrated in, the overhead stowage bins or other positions in the aircraft cabin or in parts of the aircraft cabin.

According to a further exemplary embodiment of the invention, the rail is integrated in the overhead stowage bins, wherein the retaining members are fastened to the frame elements of the aircraft structure.

According to a further exemplary embodiment of the invention, the transportation system comprises access openings in order to provide access to the retaining members for affixing the pre-assembled cabin part in the x-direction, or to make it possible to achieve tolerance compensation or to disassemble the aircraft cabin in the case of maintenance.

The x-direction refers to the direction of flight, in other words to the longitudinal axis of the aircraft structure.

According to a further exemplary embodiment of the invention, the assembly device comprises a bearing arrangement for the hinged installation of the cabin sidewall panels underneath the overhead stowage bins. In this way a situation can be achieved in which, prior to sliding the cabin part into the section in the aircraft structure, the lateral linings can be folded inwards, without said linings for this procedure having to be detached from their stays.

For example snap connections are provided for final affixation of the cabin sidewall panels.

According to a further exemplary embodiment of the invention, an aircraft-component assembly system for the assembly of aircraft components of an aircraft is stated, which system comprises individual components of an aircraft cabin and an assembly device, described above and below, for the pre-assembly and integration of at least part of the aircraft cabin in an aircraft structure.

According to a further exemplary embodiment of the invention, a method for the pre-assembly and integration of at least part of an aircraft cabin in an aircraft structure is stated, in which method individual components of the aircraft cabin are pre-assembled by means of an assembly device, and the pre-assembled components are slid from the assembly device to an open section of the aircraft structure with the use of a transportation system of the assembly device.

According to a further exemplary embodiment of the invention, corresponding cabin sidewall panels underneath the overhead stowage bins are hinged, and for integration of the pre-assembled components of the aircraft cabin said cabin sidewall panels are folded inwards or into the aircraft structure.

Below, preferred exemplary embodiments of the invention are described with reference to the figures.

**BRIEF DESCRIPTION OF THE FIGURES**

FIG. 1 shows a diagrammatic view of an aircraft structure and an assembly device according to an exemplary embodiment of the invention.

FIG. 2 shows the integration of a rail in an overhead stowage bin according to an exemplary embodiment of the invention.

FIGS. 3A to 3D show diagrammatic views of a sidewall suspension according to an exemplary embodiment of the invention.

FIGS. 4A and 4B show diagrammatic views of a snap connection according to an exemplary embodiment of the invention.

FIG. 5 shows a flow chart of a method according to an exemplary embodiment of the invention.

**DETAILED DESCRIPTION OF EXEMPLARY EMBODIMENTS**

The illustrations in the figures are diagrammatic and not to scale.

In the following description of the figures the same reference characters are used for identical or similar elements.

FIG. 1 shows a diagrammatic view of an aircraft structure 7 and of an assembly device 8 that corresponds to, in other words is attuned to, said aircraft structure 7. The assembly device 8 comprises an assembly frame 1. The assembly frame 1 comprises, for example, several parallel segments 11, 12 that are arranged so as to be essentially horizontal, as well as transverse segments (see for example reference characters 6 and 13) that are placed vertically to the aforesaid and reproduce the aircraft structure.

On the transverse segments 6, 13 and also on the aircraft ribs, i.e. on the frame elements and/or stringers of the aircraft structure 7, retaining members 5 are attached.

These retaining members 5 engage corresponding rails that are attached to the pre-installed aircraft cabin and that carry the pre-installed aircraft cabin.

Furthermore, a supply duct 3 as well as the linings of one side of the aircraft (see reference character 2) are provided.

The assembly frame 1, the lateral lining panels 2 and the supply duct 3 form an aircraft-component assembly system.

The invention relates to a novel assembly concept that makes it possible to pre-assemble the lining panels as well as the hatracks and the service duct. As shown in FIG. 1, in the context of this concept the assembly of the cabin lining takes place in an assembly frame 1 that reproduces the fuselage structure. In this process, as shown, pre-assembly can in each case relate only to the linings of one side 2 and to a number of stowage bins with the supply duct installed. As an alternative to this, the entire arc of the aircraft cabin including the ceiling lining can be pre-assembled (not shown in FIG. 1).

As a result of the parallelisation, made possible in this manner, of the structural assembly and cabin assembly it is possible to achieve significant shortening of the throughput time of the cabin assembly. Furthermore, as a result of pre-assembly being carried out in a frame, the percentage of work that has to be carried out in an awkward position (in other words with limited movement space being available to installers) can be significantly reduced because access to the components is possible in a very easy manner and from both sides.

As a result of improved access and the expanded handling space, automation of pre-assembly is also made possible.

As a result of the above the required process steps can be carried out more quickly, and, if required, by a larger number of installers than would be possible in the interior of the aircraft.

Attachment of the lining panels is by way of a rail concept. This makes it possible for the pre-assembled cabin lining to be pushed from the assembly frame into the open section. In order to allow the use of the space between frame elements behind the lateral linings (for example for the window fun-
been slid a sufficient distance into the hole. In step 502 the cabin sidewall panels are provided with a hinge arrangement. Such hinging takes place underneath the overhead stowage bins.

In step 503 the cabin sidewall panels are hinged inwards to integrate the pre-assembled components of the aircraft cabin in the section of the aircraft structure. Subsequently, in step 504 the pre-assembled components are slid from the assembly device into an open section of the aircraft structure. To this effect the transportation system of the assembly device is used.

In addition, it should be pointed out that “comprising” does not exclude other elements or steps, and “a” or “one” does not exclude a plural number. Furthermore, it should be pointed out that characteristics or steps which have been described with reference to one of the above exemplary embodiments can also be used in combination with other characteristics or steps of other exemplary embodiments described above. Reference characters in the claims are not to be interpreted as limitations.

The invention claimed is:

1. An assembly device for pre-assembly and integration of at least a part of an aircraft cabin in an aircraft structure, the assembly device comprising:
   - an assembly frame configured for pre-assembly of the part of the aircraft cabin onto the assembly frame outside the aircraft structure; and
   - a transportation system for affixing the pre-assembled part of the aircraft cabin to the assembly frame and for sliding the pre-assembled part of the aircraft cabin from the assembly frame into an open section of the aircraft structure;

wherein the transportation system includes a rail system comprising at least one rail and a plurality of retaining members for affixing the pre-assembled part of the aircraft cabin to the assembly frame and for sliding the pre-assembled part of the aircraft cabin from the assembly frame into the open section of the aircraft structure.

2. The assembly device of claim 1,
   wherein the part of the aircraft cabin comprises a ceiling lining.

3. The assembly device of claim 2,
   wherein the assembly frame corresponds to the aircraft structure and thus replicates the aircraft structure.

4. The assembly device of claim 1,
   wherein the at least one rail is integrated in the aircraft structure and in the assembly frame; and
   wherein the retaining members are integrated in overhead stowage bins.

5. The assembly device of claim 1,
   wherein the assembly frame corresponds to the aircraft structure and thus replicates the aircraft structure.

6. The assembly device of claim 1,
   wherein the at least one rail is integrated in overhead stowage bins; and
   wherein the retaining members are fastened to frame elements of the aircraft structure.

7. The assembly device of claim 1,
   wherein the transportation system comprises access openings in order to provide access to the retaining members for affixing in a x-direction, tolerance compensation or for disassembling the aircraft cabin during maintenance.
9. An aircraft-component assembly system for assembling aircraft components, the aircraft-component assembly system comprising:

a plurality of individual components of an aircraft cabin; and

an assembly device for pre-assembling and integrating at least a part of the aircraft cabin in the aircraft structure; wherein the assembly device comprises:

an assembly frame configured for pre-assembly of the part of the aircraft cabin onto the assembly frame outside of the aircraft structure;

a transportation system for affixing the pre-assembled part of the aircraft cabin to the assembly frame and for sliding the pre-assembled part of the aircraft cabin from the assembly frame into an open section of the aircraft structure; and

wherein the transportation system includes a rail system comprising at least one rail and a plurality of retaining members for affixing the pre-assembled part of the aircraft cabin to the assembly frame, and for sliding the pre-assembled part of the aircraft cabin from the assembly frame into the open section of the aircraft structure.

10. A method for pre-assembling and integrating at least a part of an aircraft cabin in an aircraft structure, the method comprising:

pre-assembling of individual components of the part of the aircraft cabin onto an assembly device outside of the aircraft structure;

sliding the pre-assembled components from the assembly device into an open section of the aircraft structure using a transportation system of the assembly device;

wherein the transportation system is configured as a rail system comprising at least one rail and a plurality of retaining members for affixing the pre-assembled components to the assembly frame, and for sliding the pre-assembled components from the assembly frame into the open section of the aircraft structure.

11. The method of claim 10, wherein the individual components of the aircraft cabin comprise cabin sidewall panels and the method further comprises:

hingedly installing the cabin sidewall panels underneath overhead stowage bins;

folding the cabin sidewall panels inwards for integrating the pre-assembled components of the aircraft cabin in the open section of the aircraft structure.